Grundig Satellite 800 

AM/FM Shortwave Radio 


RE.INVENTINE FRFROIO 



Specifications 

Grundig Satellite 800 Features 

• Extensive Frequency Range: 100-30,000 kHz , 87-108 MHz, and 118-136 MHz. 

• Multi-mode reception- AM, FM-stereo, Single Sideband USB/LSB and VHF aircraft band. 

• Three built-in bandwidths, using electronically switched IF filters: 6.0, 4.0, 2.3 kHz. 

• Synchronous detector for improved quality of AM and USB/LSB signals, minimizes the 
effects of fading distortion and adjacent frequency interference. 

• Selectable AGC in fast and slow mode. 

• High Dynamic Range, allowing for detection of weak signals in the presence of strong signals. 

• Excellent sensitivity and selectivity. 

• Outstanding Audio Quality, with separate bass and treble tone control - in the Grundig tradition. 

• FM Stereo with headphones or external amplified stereo speakers. 

• Multiple audio outputs: line level output for recording, stereo headphone output. 

• Large, 6 in. x 31/2 in., multifunction LCD panel display of operating parameters. 

• Analog signal strength meter. 

• Digital frequency display to 100 Hertz accuracy on AM, SW and VHF aircraft bands. 

• Multiple tuning choices: direct frequency entry, pushbuttons and tuning knob. 

• 70 programmable memories, completely immune to loss due to power interruptions. 

• Memory scan feature. 

• Dual clocks. 

• Dual programmable timers. 

• Built in telescopic antenna for portable use on all bands. 

• External antenna connections for the addition of auxiliary antennas, e.g. professionally engineered 
shortwave antennas; long-wire shortwave antennas; specialized AM broadcast band antennas for 
enthusiasts of AM DX'ing; FM broadcast band antennas; air band antennas. 

• Operation on six internal "D" cell batteries or the included AC wall transformer. 

• Auto Backlight shutoff to conserve battery life. 

• Low Battery Indicator. 

Dimensions 

• 20 1/2"Lx9 3/8"Hx8"W. 

• WEIGHT: 14.5 lbs. 


